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 Multipurpose Truck Bed Rack
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 Refer to owner’s manual for proper usage.

 Siehe Gebrauchsanleitung für ordnungsgemäße 
Verwendung

 Consulte el manual del propietario para informarse sobre 
el uso apropiado.

 Veja o manual do proprietário para uma utilização 
adequada.

 

 Consultare il manuale dell’utente per gli usi appropriati.
 

  Consulter le manuel du propriétaire pour l’utilisation 
recommandée.

INSTALLATION INSTRUCTION

MONTAGEANLEITUNG

INSTRUCCIONES DE INSTALACIÓN INSTRUÇÕES PARA A INSTALAÇÃO

NOTICE DE MONTAGE

ISTRUZIONI PER L’INSTALLAZIONE
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15 lbs. (6.8 kg)

B

C

D

E

F

A

T-30 torx wrench

T-40 torx wrench
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1. Utilice un destornillador de punta plana para girar el tapón de cierre y retire 
las tapas.

2. 
retire.

3. 
4. 

5. 

6. 

7. Utilice la llave Allen de 4 mm para apretar los tornillos de los clips con una 

8. 
de necesidad.

9. 
10. Utilice un destornillador de punta plana para girar el tapón de cierre.
11. 
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Mount the crossbars as described in the enclosed 

Instale las barras transversales como se describe 

1. 

2. 

3. 
at a time.

4. 

5. 
0.5).
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DE Die Traversen wie in der beiliegenden Anleitung 

1. 
coperture.

2. 
rimuoverli.

3. 
4. 

5. 

lato anteriore del veicolo.
6. 

lato anteriore del veicolo.
7. 
8. 
9. Ricollocare le coperture.
10. 
11. Ripiegare il foglietto informativo e collocarlo nel cassettino portadocumenti.

IT Montare le barre trasversali come descritto nelle 

1. 
capots. 

2. 
ne pas les retirer.

3. 
4. 

5. 

6. 

7. 

8. 
9. Remettre les capots en place.
10. 
11. 

FR Installer les barres transversales comme indiqué ici 

MA

1. 
2. 

parafusos.
3. 
4. 

5. 

6. 

7. 

8. 
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10. 
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PT Monte as barras transversais como descrito nas 
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2) Use the T-30 torx wrench to loosen 
both tower screws on each of the 4 

1) Loosely attach the screws, washers 
and nut plates to each of the 4 towers 
with the T-40 torx wrench.

5

3) Install both crossbars. For each side, 

at a time.

4

4) Position the crossbars to your 
desired location. Measure each side 
to ensure the crossbars are set at the 

The minimum recommended crossbar 
spread is 24”. 

3
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6) Using the T-30 torx wrench fully 
tighten the tower screws to 3.0 Nm 
(± 0.5).

tighten if necessary.

5

5) Using the T-40 torx wrench fully 
tighten the nut plate screws to 5.0 Nm 
(± 0.5).

6

7

8

5.0 Nm

3.0 Nm
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Für Kundendienstfragen wenden Sie sich bitte an Ihren Chrysler-, Dodge-, Jeep-, Ram-oder Fiat-Händler.
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     Fiat Ram Dodge Jeep Chrysler  .


